
HYDRAULIC SUBMERSIBLE PUMP HWP4

Item no. 3030004

10 m discharge hose kit incl. 4" BSP Male 
coupling

4032699

Weight [kg / lbs] 26.7 / 58

Dimensions L x W x H [mm / inch] 485 x 380 x 473 / 
19 x 15 x 18.6

Oil flow [LPM / GPM] 30 - 34 / 8 - 9 

Max pressure [bar / psi] 172 / 2500

Maximum flow capacity [m3/h / GPM] 120 / 528

Maximum head [m / ft] 20 / 66

Maximum size of solid particles Ø  
mm / inch]

74 / 2.9

Outlet size and connection, female 
thread

BSP 4"

THE HYCON PRODUCT RANGE
CUT-OFF AND RING SAWS  ·  CORE DRILLS ·  POST DRIVERS  ·  PICK HAMMER  ·  LIGHT & HEAVY DUTY BREAKERS 

SUBMERSIBLE PUMPS   ·  ROCK DRILLS   ·  UNDERWATER EQUIPMENT   ·  GASOLINE, DIESEL AND ELECTRIC POWER PACKS

DISTRIBUTOR:

H
YC

O
N

 M
ar

ke
ti

n
g

_D
ec

em
b

er
20

22

HYCON A/S
Juelstrupparken 11
DK-9530 Støvring

Tel.: +45 9647 5200
Mail: hycon@hycon.dk
www.hycon.dk

HYCON HWP4
SUBMERSIBLE PUMPS

The HWP4 pump is in a league of its own. With a capacity of 
up to 120 m³/h, it can be used even in groundwater-lowering 
applications, where much more extensive and costly pumps 
are usually used. 

Paired with, for instance, our 11-kW electric or 18-hp gaso-
line power packs, you will have a heavy-duty solution with 

remarkable cost reductions compared with other pumping 
systems. The direct drive motor ensures an all-day, everyday 
operation without damage to the engine or the seals if the 
pump runs dry. 

The clever impeller design makes the pump unaffected by 
particles size up to 74 mm.

PRODUCT FEATURES

NO PRIMING, NO DOWNTIME

HIGH CAPACITY EVEN FOR  
GROUND WATER LOWERING APPLICATIONS

HANDLES DIRTY WATER AND SOLIDS
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Flow [m3/h]

4" Submersible Pump

Hydraulic Flow 34 LPM

Hydraulic Flow 30 LPM

HYCON HWP4 PERFORMANCE CURVE

PLEASE NOTE: Discharge Hose Kit is not included.


